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DDR2 SDRAM  0oC to +95oC  -40oC to +95oC  -40oC to +105oC

DDR3(L) SDRAM  0oC to +85oC  -40oC to +85oC  -40oC to +105oC  -40oC to +105oC

DDR4 SDRAM  0oC to +85oC  -40oC to +85oC

eMMC 5.0  -40oC to +105oC  -40oC to +105oC

eMMC 5.1  -25oC to +85oC  -40oC to +85oC  -40oC to +105oC

SD Cards  -40oC to +85oC

microSD Cards  -40oC to +85oC

     * Check Product Line page online or in this catalog for specific devices in each family that comply with temperature ranges and testing.

COMMERICAL INDUSTRIAL WIDE (AUTOMOTIVE) AUTOMOTIVE (AEC-Q100 GRADE 2)

TESTINGOPERATING TEMPERATURE RANGE
PRODUCT FAMILY PRODUCT LINE*

DRAM Components

FLASH Storage

FLASH Cards

Product Catalog
April 2025

OPERATING RANGES & TESTING

Copyright © 2022-2025 SMARTsemi.   All Rights Reserved. 2 Check the Product Page for Inventory and Availability Alerts.

https://smartsemi.com/products-dram/ddr2/
https://smartsemi.com/products-dram/ddr3l/
https://smartsemi.com/products-dram/ddr4/
https://smartsemi.com/products-flash/emmc50/
https://smartsemi.com/products-flash/emmc51/
https://smartsemi.com/products-flash/sdcards/
https://smartsemi.com/products-flash/microsd61/


SMARTSEMI            DATA   REL.   
PART NUMBER TEMP RANGE TESTING DENSITY ORGANIZATION CLOCK DATA RATE VOLTAGE PACKAGE PACKING MOQ INCREMENT SHEET REPORT

Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter

KTDM1G2D680BGCEAT 0oC to +95oC Commercial 1Gb 64Mbx16 400MHz 800Mbps 1.8V 84-ball FBGA Tray 210 210 Link Link

KTDM1G2D680BGIEAT -40oC to +95oC Industrial 1Gb 64Mbx16 400MHz 800Mbps 1.8V 84-ball FBGA Tray 210 210 Link Link

KTDM1G2D680BGAEAT -40oC to +105oC Wide 1Gb 64Mbx16 400MHz 800Mbps 1.8V 84-ball FBGA Tray 210 210 Link Link

KTDM1G2D880BGCEAT 0oC to +95oC Commercial 1Gb 128Mbx8 400MHz 800Mbps 1.8V 60-ball FBGA Tray 209 209 Link Link

KTDM1G2D880BGIEAT -40oC to +95oC Industrial 1Gb 128Mbx8 400MHz 800Mbps 1.8V 60-ball FBGA Tray 209 209 Link Link

KTDM1G2D880BGAEAT -40oC to +105oC Wide 1Gb 128Mbx8 400MHz 800Mbps 1.8V 60-ball FBGA Tray 209 209 Link Link

KTDM522D680BGCEAT 0oC to +95oC Commercial 512Mb 32Mbx16 400MHz 800Mbps 1.8V 84-ball FBGA Tray 210 210 Link Link

KTDM522D680BGIEAT -40oC to +95oC Industrial 512Mb 32Mbx16 400MHz 800Mbps 1.8V 84-ball FBGA Tray 210 210 Link Link

KTDM522D680BGAEAT -40oC to +105oC Wide 512Mb 32Mbx16 400MHz 800Mbps 1.8V 84-ball FBGA Tray 210 210 Link Link
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https://smartsemi.com/products/ktdm1g2d680bgieat/
https://smartsemi.com/wp-content/uploads/2024/01/SMARTsemi_DS_KTDM1G2D680BGxEAT_rev1.0.pdf
https://smartsemi.com/wp-content/uploads/2024/03/SMARTSemi_Reliability_Summary_Report_DDR2_1Gb_CIA.pdf
https://smartsemi.com/products/ktdm1g2d680bgieat/
https://smartsemi.com/wp-content/uploads/2024/01/SMARTsemi_DS_KTDM1G2D680BGxEAT_rev1.0.pdf
https://smartsemi.com/wp-content/uploads/2024/03/SMARTSemi_Reliability_Summary_Report_DDR2_1Gb_CIA.pdf
https://smartsemi.com/products/ktdm1g2d680bgieat/
https://smartsemi.com/wp-content/uploads/2024/01/SMARTsemi_DS_KTDM1G2D680BGxEAT_rev1.0.pdf
https://smartsemi.com/wp-content/uploads/2024/03/SMARTSemi_Reliability_Summary_Report_DDR2_1Gb_CIA.pdf
https://smartsemi.com/products/ktdm1g2d880bgieat/
https://smartsemi.com/wp-content/uploads/2024/01/SMARTsemi_DS_KTDM1G2D880BGxEAT_rev1.0.pdf
https://smartsemi.com/wp-content/uploads/2024/03/SMARTSemi_Reliability_Summary_Report_DDR2_1Gb_CIA.pdf
https://smartsemi.com/products/ktdm1g2d880bgieat/
https://smartsemi.com/wp-content/uploads/2024/01/SMARTsemi_DS_KTDM1G2D880BGxEAT_rev1.0.pdf
https://smartsemi.com/wp-content/uploads/2024/03/SMARTSemi_Reliability_Summary_Report_DDR2_1Gb_CIA.pdf
https://smartsemi.com/products/ktdm1g2d880bgieat/
https://smartsemi.com/wp-content/uploads/2024/01/SMARTsemi_DS_KTDM1G2D880BGxEAT_rev1.0.pdf
https://smartsemi.com/wp-content/uploads/2024/03/SMARTSemi_Reliability_Summary_Report_DDR2_1Gb_CIA.pdf
https://smartsemi.com/products/ktdm522d680bgieat/
https://smartsemi.com/wp-content/uploads/2024/01/SMARTsemi_DS_KTDM522D680BGxEAT_rev1.0.pdf
https://smartsemi.com/wp-content/uploads/2024/02/SMARTSemi-Reliability-Summary-Reports-DDR2-512Mb-Automotive-and-DDR2-512Mb-Commercial-Industrial.pdf
https://smartsemi.com/products/ktdm522d680bgieat/
https://smartsemi.com/wp-content/uploads/2024/01/SMARTsemi_DS_KTDM522D680BGxEAT_rev1.0.pdf
https://smartsemi.com/wp-content/uploads/2024/02/SMARTSemi-Reliability-Summary-Reports-DDR2-512Mb-Automotive-and-DDR2-512Mb-Commercial-Industrial.pdf
https://smartsemi.com/products/ktdm522d680bgieat/
https://smartsemi.com/wp-content/uploads/2024/01/SMARTsemi_DS_KTDM522D680BGxEAT_rev1.0.pdf
https://smartsemi.com/wp-content/uploads/2024/02/SMARTSemi-Reliability-Summary-Reports-DDR2-512Mb-Automotive-and-DDR2-512Mb-Commercial-Industrial.pdf


SMARTSEMI            DATA   REL.   
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Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter

KTDM1G3C618BGCEAT 0oC to +85oC Commercial 1Gb 64Mbx16 933MHz 1866Mbps 1.35V/1.5V 96-ball FBGA Tray 198 198 Link Link

KTDM1G3C618BGIEAT -40oC to +85oC Industrial 1Gb 64Mbx16 933MHz 1866Mbps 1.35V/1.5V 96-ball FBGA Tray 198 198 Link Link

KTDM1G3C818BGCEAT 0oC to +85oC Commercial 1Gb 128Mbx8 933MHz 1866Mbps 1.35V/1.5V 78-ball FBGA Tray 210 210 Link Link

KTDM1G3C818BGIEAT -40oC to +85oC Industrial 1Gb 128Mbx8 933MHz 1866Mbps 1.35V/1.5V 78-ball FBGA Tray 210 210 Link Link

KTDM2G3C618BGCEAT 0oC to +85oC Commercial 2Gb 128Mbx16 933MHz 1866Mbps 1.35V/1.5V 96-ball FBGA Tray 198 198 Link Link

KTDM2G3C618BGIEAT -40oC to +85oC Industrial 2Gb 128Mbx16 933MHz 1866Mbps 1.35V/1.5V 96-ball FBGA Tray 198 198 Link Link

KTDM2G3C618BGAEAT -40oC to +105oC
Automotive           
AEC-Q100 Grade 2 2Gb 128Mbx16 933MHz 1866Mbps 1.35V/1.5V 96-ball FBGA Tray 198 198 Link Link

KTDM2G3C818BGCEAT 0oC to +85oC Commercial 2Gb 256Mbx8 933MHz 1866Mbps 1.35V/1.5V 78-ball FBGA Tray 210 210 Link Link

KTDM2G3C818BGIEAT -40oC to +85oC Industrial 2Gb 256Mbx8 933MHz 1866Mbps 1.35V/1.5V 78-ball FBGA Tray 210 210 Link Link

KTDM2G3C818BGAEAT -40oC to +105oC
Automotive           
AEC-Q100 Grade 2 2Gb 256Mbx8 933MHz 1866Mbps 1.35V/1.5V 78-ball FBGA Tray 210 210 Link Link

KTDM4G3C618BGCEAT 0oC to +85oC Commercial 4Gb 256Mbx16 933MHz 1866Mbps 1.35V/1.5V 96-ball FBGA Tray 198 198 Link Link

KTDM4G3C618BGIEAT -40oC to +85oC Industrial 4Gb 256Mbx16 933MHz 1866Mbps 1.35V/1.5V 96-ball FBGA Tray 198 198 Link Link

KTDM4G3C618BGAEAT -40oC to +85oC
Automotive           
AEC-Q100 Grade 2 4Gb 256Mbx16 933MHz 1866Mbps 1.35V/1.5V 96-ball FBGA Tray 198 198 Link Link

KTDM4G3C818BGCEAT 0oC to +85oC Commercial 4Gb 512Mbx8 933MHz 1866Mbps 1.35V/1.5V 78-ball FBGA Tray 210 210 Link Link

KTDM4G3C818BGIEAT -40oC to +85oC Industrial 4Gb 512Mbx8 933MHz 1866Mbps 1.35V/1.5V 78-ball FBGA Tray 210 210 Link Link

KTDM4G3C818BGAEAT -40oC to +85oC
Automotive           
AEC-Q100 Grade 2 4Gb 512Mbx8 933MHz 1866Mbps 1.35V/1.5V 78-ball FBGA Tray 210 210 Link Link

KTDM8G3C618BGCEAT 0oC to +85oC Commercial 8Gb 512Mbx16 933MHz 1866Mbps 1.35V/1.5V 96-ball FBGA Tray 198 198 Link Link

KTDM8G3C618BGIEAT -40oC to +85oC Industrial 8Gb 512Mbx16 933MHz 1866Mbps 1.35V/1.5V 96-ball FBGA Tray 198 198 Link Link
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https://smartsemi.com/products/ktdm1g3c618bgieat/
https://smartsemi.com/wp-content/uploads/2024/05/SMARTsemi_DS_KTDM1G3C618BGxEAT_rev1.0.pdf
https://smartsemi.com/wp-content/uploads/2024/06/SMARTSemi-Reliability-Summary-Report-DDR3-1Gb.pdf
https://smartsemi.com/products/ktdm1g3c618bgieat
https://smartsemi.com/wp-content/uploads/2024/05/SMARTsemi_DS_KTDM1G3C618BGxEAT_rev1.0.pdf
https://smartsemi.com/wp-content/uploads/2024/06/SMARTSemi-Reliability-Summary-Report-DDR3-1Gb.pdf
https://smartsemi.com/products/ktdm1g3c818bgieat/
https://smartsemi.com/wp-content/uploads/2024/05/SMARTsemi_DS_KTDM1G3C818BGxEAT_rev1.0.pdf
https://smartsemi.com/wp-content/uploads/2024/06/SMARTSemi-Reliability-Summary-Report-DDR3-1Gb.pdf
https://smartsemi.com/products/ktdm1g3c818bgieat/
https://smartsemi.com/wp-content/uploads/2024/05/SMARTsemi_DS_KTDM1G3C818BGxEAT_rev1.0.pdf
https://smartsemi.com/wp-content/uploads/2024/06/SMARTSemi-Reliability-Summary-Report-DDR3-1Gb.pdf
https://smartsemi.com/products/ktdm2g3c618bgieat/
https://smartsemi.com/wp-content/uploads/2023/11/SMARTsemi_DS_KTDM2G3C618BGxEAT_rev1.1.pdf
https://smartsemi.com/wp-content/uploads/2022/07/SMARTSemi-Reliability-Summary-Report-DDR3-2Gb.pdf
https://smartsemi.com/products/ktdm2g3c618bgieat/
https://smartsemi.com/wp-content/uploads/2023/11/SMARTsemi_DS_KTDM2G3C618BGxEAT_rev1.1.pdf
https://smartsemi.com/wp-content/uploads/2022/07/SMARTSemi-Reliability-Summary-Report-DDR3-2Gb.pdf
https://smartsemi.com/products/ktdm2g3c618bgieat/
https://smartsemi.com/wp-content/uploads/2023/11/SMARTsemi_DS_KTDM2G3C618BGxEAT_rev1.1.pdf
https://smartsemi.com/wp-content/uploads/2022/07/SMARTSemi-Reliability-Summary-Report-DDR3-2Gb.pdf
https://smartsemi.com/products/ktdm2g3c818bgieat/
https://smartsemi.com/wp-content/uploads/2024/07/SMARTsemi_DS_KTDM2G3C818BGxEAT_rev1.2.pdf
https://smartsemi.com/wp-content/uploads/2022/07/SMARTSemi-Reliability-Summary-Report-DDR3-2Gb.pdf
https://smartsemi.com/products/ktdm2g3c818bgieat/
https://smartsemi.com/wp-content/uploads/2024/07/SMARTsemi_DS_KTDM2G3C818BGxEAT_rev1.2.pdf
https://smartsemi.com/wp-content/uploads/2022/07/SMARTSemi-Reliability-Summary-Report-DDR3-2Gb.pdf
https://smartsemi.com/products/ktdm2g3c818bgieat/
https://smartsemi.com/wp-content/uploads/2024/07/SMARTsemi_DS_KTDM2G3C818BGxEAT_rev1.2.pdf
https://smartsemi.com/wp-content/uploads/2022/07/SMARTSemi-Reliability-Summary-Report-DDR3-2Gb.pdf
https://smartsemi.com/products/ktdm4g3c618bgieat/
https://smartsemi.com/wp-content/uploads/2024/07/SMARTsemi_DS_KTDM4G3C618BGxEAT_rev1.1.pdf
https://smartsemi.com/wp-content/uploads/2022/07/SMARTSemi-Reliability-Summary-Report-DDR3-4Gb.pdf
https://smartsemi.com/products/ktdm4g3c618bgieat/
https://smartsemi.com/wp-content/uploads/2024/07/SMARTsemi_DS_KTDM4G3C618BGxEAT_rev1.1.pdf
https://smartsemi.com/wp-content/uploads/2022/07/SMARTSemi-Reliability-Summary-Report-DDR3-4Gb.pdf
https://smartsemi.com/products/ktdm4g3c618bgieat/
https://smartsemi.com/wp-content/uploads/2024/07/SMARTsemi_DS_KTDM4G3C618BGxEAT_rev1.1.pdf
https://smartsemi.com/wp-content/uploads/2022/07/SMARTSemi-Reliability-Summary-Report-DDR3-4Gb.pdf
https://smartsemi.com/products/ktdm4g3c818bgieat/
https://smartsemi.com/wp-content/uploads/2024/07/SMARTsemi_DS_KTDM4G3C818BGxEAT_rev1.1.pdf
https://smartsemi.com/wp-content/uploads/2022/07/SMARTSemi-Reliability-Summary-Report-DDR3-4Gb.pdf
https://smartsemi.com/products/ktdm4g3c818bgieat/
https://smartsemi.com/wp-content/uploads/2024/07/SMARTsemi_DS_KTDM4G3C818BGxEAT_rev1.1.pdf
https://smartsemi.com/wp-content/uploads/2022/07/SMARTSemi-Reliability-Summary-Report-DDR3-4Gb.pdf
https://smartsemi.com/products/ktdm4g3c818bgieat/
https://smartsemi.com/wp-content/uploads/2024/07/SMARTsemi_DS_KTDM4G3C818BGxEAT_rev1.1.pdf
https://smartsemi.com/wp-content/uploads/2022/07/SMARTSemi-Reliability-Summary-Report-DDR3-4Gb.pdf
https://smartsemi.com/products/KTDM8G3C618BGIEAT/
https://smartsemi.com/wp-content/uploads/2024/07/SMARTsemi_DS_KTDM8G3C618BGxEAT_rev1.0.pdf
https://smartsemi.com/products/KTDM8G3C618BGIEAT
https://smartsemi.com/wp-content/uploads/2024/07/SMARTsemi_DS_KTDM8G3C618BGxEAT_rev1.0.pdf
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Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter

KTDM4G4B626BGCEAT 0oC to +85oC Commercial 4Gb 256Mbx16 1333MHz 2666Mbps 1.2V 96-ball FBGA Tray 198 198 Link Link

KTDM4G4B626BGIEAT -40oC to +85oC Industrial 4Gb 256Mbx16 1333MHz 2666Mbps 1.2V 96-ball FBGA Tray 198 198 Link Link

KTDM4G4B826BGCEAT 0oC to +85oC Commercial 4Gb 512Mbx8 1333MHz 2666Mbps 1.2V 78-ball FBGA Tray 210 210 Link Link

KTDM4G4B826BGIEAT -40oC to +85oC Industrial 4Gb 512Mbx8 1333MHz 2666Mbps 1.2V 78-ball FBGA Tray 210 210 Link Link
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https://smartsemi.com/products/ktdm4g4b626bgieat/
https://smartsemi.com/wp-content/uploads/2022/07/SMARTsemi_DS_KTDM4G4B626BGxEAT_rev1.0.pdf
https://smartsemi.com/wp-content/uploads/2022/07/SMARTSemi-Reliability-Summary-Report-DDR4-4Gb.pdf
https://smartsemi.com/products/ktdm4g4b626bgieat/
https://smartsemi.com/wp-content/uploads/2022/07/SMARTsemi_DS_KTDM4G4B626BGxEAT_rev1.0.pdf
https://smartsemi.com/wp-content/uploads/2022/07/SMARTSemi-Reliability-Summary-Report-DDR4-4Gb.pdf
https://smartsemi.com/products/ktdm4g4b826bgieat/
https://smartsemi.com/wp-content/uploads/2022/07/SMARTsemi_DS_KTDM4G4B826BGxEAT_rev1.0.pdf
https://smartsemi.com/wp-content/uploads/2022/07/SMARTSemi-Reliability-Summary-Report-DDR4-4Gb.pdf
https://smartsemi.com/products/ktdm4g4b826bgieat/
https://smartsemi.com/wp-content/uploads/2022/07/SMARTsemi_DS_KTDM4G4B826BGxEAT_rev1.0.pdf
https://smartsemi.com/wp-content/uploads/2022/07/SMARTSemi-Reliability-Summary-Report-DDR4-4Gb.pdf
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Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter

KTM4GH1AHI01 -40oC to +85oC Industrial 4GB x1/x4/x8 MLC NAND 170MB/s 15MB/s 5345 IOPS 980 IOPS 3.3V/1.8V 153-FBGA Tray 152 152 Link Link

KTM4GH1AHI01-TR -40oC to +85oC Industrial 4GB x1/x4/x8 MLC NAND 170MB/s 15MB/s 5345 IOPS 980 IOPS 3.3V/1.8V 153-FBGA Tape&Reel 152 152 Link Link

KTM8GH2AHI01 -40oC to +85oC Industrial 8GB x1/x4/x8 MLC NAND 250MB/s 65MB/s 10000 IOPS 2000 IOPS 3.3V/1.8V 153-FBGA Tray 152 152 Link Link

KTM8GH2AHI01-TR -40oC to +85oC Industrial 8GB x1/x4/x8 MLC NAND 250MB/s 65MB/s 10000 IOPS 2000 IOPS 3.3V/1.8V 153-FBGA Tape&Reel 152 152 Link Link

KTM8GH2AHW01 -40oC to +105oC Wide 8GB x1/x4/x8 MLC NAND 250MB/s 65MB/s 6290 IOPS 1873 IOPS 3.3V/1.8V 153-FBGA Tray 152 152 Link Link

KTMAGH2AHW01 -25oC to +85oC Wide 16GB x1/x4/x8 MLC NAND 275MB/s 94MB/s 7290 IOPS 1866 IOPS 3.3V/1.8V 153-FBGA Tray 152 152 Link Link

KTMAGP3BMI01 -40oC to +85oC Industrial 16GB x1/x4/x8 TLC NAND 320MB/s 135MB/s 21000 IOPS 20000 IOPS 3.3V/1.8V 153-FBGA Tray 152 152 Link Link

KTMBGH2AHI01 -40oC to +85oC Industrial 32GB x1/x4/x8 TLC NAND 325MB/s 300MB/s 9528 IOPS 4792 IOPS 3.3V/1.8V 153-FBGA Tray 152 152 Link Link

KTMDGP3CTI01 -40oC to +85oC Industrial 128GB x1/x4/x8 TLC NAND 330MB/s 190MB/s 16000 IOPS 6500 IOPS 3.3V/1.8V 153-FBGA Tray 152 152 Link Link
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https://smartsemi.com/products/ktm4gh1ahi01/
https://smartsemi.com/wp-content/uploads/2024/11/SMARTsemi_DS708_KTMxGH1AHI01_rev0.6.pdf
https://smartsemi.com/wp-content/uploads/2024/08/SMARTSemi-Reliability-Summary-Report-eMMC-KTMxGHxAHI01.pdf
https://smartsemi.com/products/ktm4gh1ahi01/
https://smartsemi.com/wp-content/uploads/2024/11/SMARTsemi_DS708_KTMxGH1AHI01_rev0.6.pdf
https://smartsemi.com/wp-content/uploads/2024/08/SMARTSemi-Reliability-Summary-Report-eMMC-KTMxGHxAHI01.pdf
https://smartsemi.com/products/KTM8GH2AHI01/
https://smartsemi.com/wp-content/uploads/2024/11/SMARTsemi_DS708_KTMxGH1AHI01_rev0.6.pdf
https://smartsemi.com/wp-content/uploads/2024/08/SMARTSemi-Reliability-Summary-Report-eMMC-KTMxGHxAHI01.pdf
https://smartsemi.com/products/KTM8GH2AHI01/
https://smartsemi.com/wp-content/uploads/2024/11/SMARTsemi_DS708_KTMxGH1AHI01_rev0.6.pdf
https://smartsemi.com/wp-content/uploads/2024/08/SMARTSemi-Reliability-Summary-Report-eMMC-KTMxGHxAHI01.pdf
https://smartsemi.com/products/ktm8gh2ahw01/
https://smartsemi.com/wp-content/uploads/2025/03/SMARTsemi_DS970_KTMxGH2AHW01_rev0.2.pdf
https://smartsemi.com/products/ktmagh2ahw01/
https://smartsemi.com/wp-content/uploads/2025/03/SMARTsemi_DS970_KTMxGH2AHW01_rev0.2.pdf
https://smartsemi.com/products/ktmagp3bmi01/
https://smartsemi.com/wp-content/uploads/2024/09/SMARTsemi_DS821_KTMAGP3BMI01_rev2.0.pdf
https://smartsemi.com/products/ktmdgp3cti01/
https://smartsemi.com/wp-content/uploads/2025/05/SMARTsemi_DS971_KTMBGH2AHI01_rev0.1.pdf
https://smartsemi.com/products/ktmdgp3cti01/
https://smartsemi.com/wp-content/uploads/2024/08/SMARTsemi_DS881_KTMDGP3CTI01_rev1.0.pdf
https://smartsemi.com/wp-content/uploads/2024/08/SMARTSemi-Reliability-Summary-Report-eMMC-KTMDGP3CTI01.pdf


SMARTSEMI TEMP   PROG. FLASH SEQ. SEQ. RNDM. RNDM. VOLTAGE     DATA REL.
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Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter

KTM8GP1CWW01 -40oC to +105oC
Automotive           
AEC-Q100 
Grade 2

8GB x1 MLC NAND 260MB/s 85MB/s 5800 IOPS 2100 IOPS 3.3V/1.8V 153-FBGA Tray 152 152 Link Link

KTMAGP1CWW01 -40oC to +105oC
Automotive           
AEC-Q100 
Grade 2

16GB x2 MLC NAND 260MB/s 130MB/s 6000 IOPS 2200 IOPS 3.3V/1.8V 153-FBGA Tray 152 152 Link Link

KTMBGP1CWW01 -40oC to +105oC
Automotive           
AEC-Q100 
Grade 2

32GB x4 MLC NAND 260MB/s 130MB/s 6000 IOPS 2200 IOPS 3.3V/1.8V 153-FBGA Tray 152 152 Link Link
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https://smartsemi.com/products/ktm8gp1cww01/
https://smartsemi.com/wp-content/uploads/2023/03/SMARTsemi_DS_KTMxP1CWWxx_rev0.2.pdf
https://smartsemi.com/wp-content/uploads/2023/03/SMARTsemi_Reliability-Test-Report_KTMxGP1CWW01_rev0.1_MWKG.pdf
https://smartsemi.com/products/ktmagp1cww01/
https://smartsemi.com/wp-content/uploads/2023/03/SMARTsemi_DS_KTMxP1CWWxx_rev0.2.pdf
https://smartsemi.com/wp-content/uploads/2023/03/SMARTsemi_Reliability-Test-Report_KTMxGP1CWW01_rev0.1_MWKG.pdf
https://smartsemi.com/products/ktmbgp1cww01/
https://smartsemi.com/wp-content/uploads/2023/03/SMARTsemi_DS_KTMxP1CWWxx_rev0.2.pdf
https://smartsemi.com/wp-content/uploads/2023/03/SMARTsemi_Reliability-Test-Report_KTMxGP1CWW01_rev0.1_MWKG.pdf


SMARTSEMI TEMP   FLASH UHS SPEED VIDEO  SEQ. SEQ.     DATA REL.
PART NUMBER RANGE TYPE CAPACITY TYPE CLASS CLASS CLASS ENDURANCE READ WRITE PACKAGE PACKING MOQ INCR. SHEET REPORT

Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter

KTSDDGP2AKIT1 -40oC to +85oC SDXC 128GB TLC NAND U3 C10 V60 366 TBW 100MB/s 85MB/s 32x24x2.1mm Tray 400 400 Link Link

KTSDCGP2AKIT1 -40oC to +85oC SDXC 64GB TLC NAND U3 C10 V30 183 TBW 100MB/s 50MB/s 32x24x2.1mm Tray 400 400 Link Link

KTSDBGP1AMIT1 -40oC to +85oC SDHC 32GB TLC NAND U1 C10 V10 91 TBW 100MB/s 15MB/s 32x24x2.1mm Tray 400 400 Link Link

KTSDAGP2AKIU1 -40oC to +85oC SDHC 16GB pSLC NAND U3 C10 V60 460 TBW 100MB/s 85MB/s 32x24x2.1mm Tray 400 400 Link Link

KTSD8GP3ASIM1 -40oC to +85oC SDHC 8GB MLC NAND U3 C10 V30 23 TBW 95MB/s 35MB/s 32x24x2.1mm Tray 400 400 Link Link
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https://smartsemi.com/products/ktsddgp2akit1
https://smartsemi.com/wp-content/uploads/2023/09/SMARTsemi_DS_KTSDxGPxAxIx1_rev2.0.pdf
https://smartsemi.com/wp-content/uploads/2024/08/SMARTSemi-Reliability-Summary-Report-SD-KTSDxGPxAxIx1.pdf
https://smartsemi.com/products/ktsdcgp2akit1
https://smartsemi.com/wp-content/uploads/2023/09/SMARTsemi_DS_KTSDxGPxAxIx1_rev2.0.pdf
https://smartsemi.com/wp-content/uploads/2024/08/SMARTSemi-Reliability-Summary-Report-SD-KTSDxGPxAxIx1.pdf
https://smartsemi.com/products/ktsdbgp1amit1
https://smartsemi.com/wp-content/uploads/2023/09/SMARTsemi_DS_KTSDxGPxAxIx1_rev2.0.pdf
https://smartsemi.com/wp-content/uploads/2024/08/SMARTSemi-Reliability-Summary-Report-SD-KTSDxGPxAxIx1.pdf
https://smartsemi.com/products/ktsdagp2kiu1
https://smartsemi.com/wp-content/uploads/2023/09/SMARTsemi_DS_KTSDxGPxAxIx1_rev2.0.pdf
https://smartsemi.com/wp-content/uploads/2024/08/SMARTSemi-Reliability-Summary-Report-SD-KTSDxGPxAxIx1.pdf
https://smartsemi.com/products/ktsd8gp3asim1
https://smartsemi.com/wp-content/uploads/2023/09/SMARTsemi_DS_KTSDxGPxAxIx1_rev2.0.pdf
https://smartsemi.com/wp-content/uploads/2024/08/SMARTSemi-Reliability-Summary-Report-SD-KTSDxGPxAxIx1.pdf


SMARTSEMI TEMP   FLASH UHS SPEED VIDEO APPLICATION SEQ. SEQ.     DATA REL.
PART NUMBER RANGE TYPE CAPACITY TYPE CLASS CLASS CLASS PERFORMANCE READ WRITE PACKAGE PACKING MOQ INCR. SHEET REPORT

Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter Filter

KTUDEGA1AWIT1 -40oC to +85oC microSDXC 256GB TLC NAND U3 C10 V60 A2 97MB/s 83MB/s 11x15x1mm Tray 120 120 Link Link

KTUDCGP2AKIT1 -40oC to +85oC microSDXC 64GB TLC NAND U3 C10 V30  95MB/s 50MB/s 11x15x1mm Tray 120 120 Link Link

KTSDBGP1AMIT1 -40oC to +85oC microSDHC 32GB TLC NAND U1 C10 V10  100MB/s 15MB/s 11x15x1mm Tray 120 120 Link Link

KTUDAGP2AKIU1 -40oC to +85oC microSDHC 16GB pSLC NAND U3 C10 V60  100MB/s 85MB/s 11x15x1mm Tray 120 120 Link Link
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https://smartsemi.com/products/ktudega1awit1
https://smartsemi.com/wp-content/uploads/2023/09/SMARTsemi_DS_KTUDEGA1AWIT1_rev3.0.pdf
https://smartsemi.com/wp-content/uploads/2024/08/SMARTSemi-Reliability-Summary-Report-uSD-KTUDEGA1AWIT1.pdf
https://smartsemi.com/products/ktudcgp2akit1
https://smartsemi.com/wp-content/uploads/2024/11/SMARTsemi_DS822_KTUDxGP2AKIx1_rev1.3-1.pdf
https://smartsemi.com/wp-content/uploads/2024/08/SMARTSemi-Reliability-Summary-Report-uSD-KTUDCGP2AKIT1.pdf
https://smartsemi.com/products/ktsdbgp1amit1
https://smartsemi.com/wp-content/uploads/2024/11/SMARTsemi_DS822_KTUDxGP2AKIx1_rev1.3-1.pdf
https://smartsemi.com/products/ktudagp2akiu1
https://smartsemi.com/wp-content/uploads/2024/11/SMARTsemi_DS822_KTUDxGP2AKIx1_rev1.3-1.pdf
https://smartsemi.com/wp-content/uploads/2024/08/SMARTSemi-Reliability-Summary-Report-uSD-KTUDAGP2AKIU1.pdf
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